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       Warning
Please read this entire 
manual before installa-
tion and use of this Pellet 
fuel-burning room heater. 
failure to follow these in-
structions could result in 
ProPerty damage, bodily 
injury or even death. 

 Caution
contact local building 
or fire officials about re-
strictions and installa-
tion insPection require-
ments for your area.

                  Caution

•  Important operatIng and 
maintenance instruc-
tions included.

•  Save theSe InStructIonS 
and leave this manual with 
any Party resPonsible for 
use and oPeration.

do not discard!
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                   Caution

•  Important operatIng and maInte-
nance instructions included.

•  read, underStand and follow theSe 
instructions for safe installation 
and oPeration.

•  leave thIS manual wIth party re-
sPonsible for use and oPeration.

do not discard!

           Warning

Please read this entire manual before 
installation and use of this Pellet 
fuel-burning room heater. failure to 
follow these instructions could re-
sult in ProPerty damage, bodily injury 
or even death. 

• do not Store or uSe gaSolIne or oth-
er flammable vaPors and liquids in 
the vicinity of this or any other aP-
Pliance. 

• do not overfIre - If any external 
Part starts to glow, you are over-
firing. reduce feed rate. overfiring 
will void the warranty. 

• comply wIth all mInImum clearanceS 
to combustibles as sPecified. failure 
to comPly may cause a house fire.

 Caution
tested and aPProved for Pellet fuel.  
burning any other tyPe of fuel voids 
warranty.

 Caution
check building codes Prior to installa-
tion.  contact the regulating author-
ity Prior to installation to determine 
the need for a Permit.

• InStallatIon muSt comply wIth lo-
cal, regional, state and national 
codes and regulations

• conSult local buIldIng or fIre offI-
cials about restrictions and instal-
lation insPection requirements in 
your area. 

                      Warning

hot!  do not touch.  severe burns may 
result.  clothing ignition may result.  
glass and other surfaces are hot dur-
ing oPeration and cool down.

•  Keep chIldren away.

•  carefully SupervISe chIldren In Same 
room as aPPliance.

•  do not operate wIth protectIve bar-
riers oPen or removed.

•  Keep clothIng, furnIture, draperIeS 
and other combustibles away.
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registration, service and maintenance log
Record the model number and serial number in the space provided for easy reference. Fill out and mail the registration card 
located in the parts packet or register online at www.castlepelletstoves.com. Warranty is valid only if the completed registration 
is received by Ardisam, Inc. within 30 days of purchase.

ownershiP records

dealer’s name:

dealer’s Address:

City: State/Province: Zip Code/Postal Code:

Model number: Serial number:

date of Purchase:

notes:

service date service technician service descriPtion
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 Danger
danger indicates a serious injury or 
fatality will result if the safety in-
structions that follow this signal 
word are not obeyed.

safety
owner’s resPonsibility
Accurate assembly and safe and effective use of the 
rototiller is the owner’s responsibility.

•	 Read	and	follow	all	safety	instructions.

•	 Carefully	follow	all	assembly	instructions.

•	 Maintain	the	tiller	according	to	directions	and	sched-
ule included in this Earthquake operator’s manual.

•	 Ensure	that	anyone	who	uses	the	tiller	is	familiar	with	
all controls and safety precautions.

sPecial messages
Your	manual	contains	special	messages	to	bring	at-
tention	to	potential	safety	concerns,	machine	damage	
as	well	as	helpful	operating	and	servicing	information.	
Please read all the information carefully to avoid injury 
and	machine	damage.

NOTE: General information is given throughout 
the manual that may help the operator in the 
operation or service of the machine. 

imPortant safety Precautions
Please read this section carefully. Operate the tiller 
according	to	the	safety	instructions	and	recommenda-
tions	outlined	here	and	inserted	throughout	the	text.	
Anyone who uses this tiller must read the instructions 
and be familiar with the controls. 

this symbol points out important safety 
instructions which if not followed could 
endanger your personal safety. read and 
follow all instructions in this manual before 
attempting to operate this equipment.

 Warning
warning indicates a serious injury or 
fatality could result if the safety in-
structions that follow this signal 
word are not obeyed.

 Caution
caution indicates you can or your 
equiPment can be hurt if the safety 
instructions that follow this signal 
word are not obeyed.

 imPortant
imPortant indicates helPful informa-
tion for ProPer assembly, oPeration, 
or maintenance of your equiPment.

 Warning
you must read, understand and comPly 
with all safety and oPerating instruc-
tions in this manual before attemPting 
to setuP and oPerate your rototiller.

failure to comPly with all safety and 
oPerating instructions can result in 
loss of machine control, serious Per-
sonal injury to you and/or bystand-
ers, and risk of equiPment and ProP-
erty damage. the trIangle In the text 
signifies imPortant cautions or warn-
ings which must be followed.

california ProPosition 65 warning

engIne exhauSt from thIS product con-
tains chemicals known to the state of 
california to cause cancer, birth de-
fects, or other reProductive harm.
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 Warning
warning indicates a serious injury or 
fatality could result if the safety in-
structions that follow this signal 
word are not obeyed.

•	 Read this entire manual before you install and use your 
new pellet stove. Failure to follow instructions may result 
in property damage, bodily injury, or even death.

•	 Children and adults should be alerted to the hazards of 
high surface temperatures and should stay away to avoid 
contact to skin and/or clothing.

•	 Young	children	should	be	carefully	supervised	when	
they are in the same room as the stove.

•	 Clothing	and	other	flammable	materials	should	not	
be placed on or near this unit.

•	 Flammable or explosive liquids such as gasoline, 
naphtha, alcohol, or engine oil must never be used 
in or around stove. These liquids must be stored in a 
separate	room	as	the	open	flame	in	the	fire	box	could	
ignite the fumes of such liquids. 

•	 do not burn garbage in this unit. The burning of 
other solid fuels such as cord wood or wood chips 
in	this	stove	is	not	permitted.	Any	fuels	not	certified	
by Castle Pellet Stoves which are burned in this stove 
will void the warranty.

•	 do not route power cord in high traffic areas. A 
power surge protector plugged into a grounded 110 
volt power source is required. 

•	 do not	install	a	flue	damper	in	the	exhaust	venting	
system of this unit.

•	 do not	connect	this	unit	to	a	chimney	flue	servicing	
another appliance.

•	 do not install in a sleeping room.

•	 do not connect to any air distribution duct or 
system.

• do not connect directly to a masonry chimney.

• do not terminate vent in any enclosed or semi-
enclosed area, such as; carports, garage, attic, crawl 
space, under a sun deck or porch, narrow walkway 
or closed area, or any location that can build up a 
concentration of fumes such as a stairwell, covered 
breezeway etc.

• never touch door latches while stove is in operation, 
they get extremely hot.

 Warning
ProPer installation of this stove is 
necessary for safe and efficient oPer-
ation. installing this Product imProP-
erly may result in a house fire and Per-
sonal injury. 

all aPPlicable building codes for your 
location must be followed. in areas 
where building codes require addi-
tional stePs to the installation of this 
Product not included in this manual, 
the building codes will take Precedent 
and must be followed. contact your 
local building insPector to obtain any 
necessary Permits or insPection guide-
lines before installing the Product.
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 Caution
all aPPlicable building codes for your 
location must be followed. in areas 
where building codes require addi-
tional stePs to the installation of this 
Product not included in this manual, 
the building codes will take Precedent 
and must be followed. contact your 
local building insPector to obtain any 
necessary Permits or insPection guide-
lines before installing the Product.

•	 Contact	local	building	or	fire	officials	about	
restrictions and installation inspection require-
ments in your area.

•	 Contact	your	local	authority	(such	as	municipal	
building department, fire department, fire 
prevention bureau, etc.) to determine the need 
for a permit.

•	 The	Castle	Pellet	Stoves	pellet	stove	is	de-
signed to burn pellet fuel only.

•	 A	working	smoke	detector	is	required	and	
must be installed in the same room as the 
stove.

•		 This	stove	is	not	intended	for	use	in	commer-
cial applications.

•		 Door	and	ash	pan	must	be	closed	and	latched	
during operation.

•		 Notify	your	insurance	company	of	pellet	stove	
installation.

•		 This	installation	must	conform	with	local	
codes. In the absence of local codes you 
must	comply	with	ASTM	E1509,	(UM)	84-hud,	
ulc/ordC-1482.

•		 The	structural	integrity	of	the	manufactured	
home  floor, wall, and ceiling/roof must be 
maintained. 

•	 Keep	combustible	materials	(such	as	grass,	
leaves, etc.) at least 3 feet away from the flue 
outlet on the outside of the building.

•	 This	stove	should	not	be	used	as	the	only	
source of heat in the house. Power outages 
and periodic maintenance will result in a total 
loss of heat.

•		 Do	not	leave	hopper	door	open	while	unat-
tended.

 Caution
installation and rePair of this Pellet 
stove should be done by a qualified ser-
vice Person. the aPPliance should be in-
sPected before use and at least once a 
year by a qualified service Person. it is 
imPerative that the control comPart-
mentS, fIre box, and the cIrculatIng aIr 
Passageways of the stove be kePt clean. 

the operatIon of exhauSt fanS Such aS 
bathroom fans, attic fans, etc. might 
starve the Pellet stove of combustible 
air creating a negative Pressure in the 
room. Provide adequate ventilation 
of the room accomPanying the Pellet 
stove. if not, the Pressure switch may 
shut off oPeration of the Pellet stove.

the moving Parts of this stove are Pro-
Pelled by high torque electric motors. 
these Parts can cause severe damage 
to body Parts that get near them. keeP 
all body Parts away from auger and 
fans while the stove is Plugged into an 
electrical outlet. these moving Parts 
may begin to move at any time the stove 
is Plugged in. 

the vent surfaces can get hot enough to 
cause burns if touched. noncombustible 
shielding or guards may be required.

install vent at clearances sPecified by 
the vent manufacturer.

all venting joints, whether vertical or 
horizontal, should be made gas-tight 
with recommended sealants sPecified 
by vent manufacturer.

according to hud (housing & urban 
develoPment) requirements, when in-
stalled in a mobile home, this stove 
must be grounded directly to the steel 
chassis of the mobile home and bolted 
to the floor. direct air access must be 
Provided, use a fresh air kit.

for use in the united states and cana-
da.  aPProved for installation in mo-
bile homes.

castle Pellet stoves, Producer of this 
aPPliance, reserves the right to alter 
its Products, sPecifications and/or 
Price without notice.
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 Warning
if the electrical Power fails any time 
when the stove is hot, keeP all stove 
doors closed.

the automatic safety features must 
not be byPassed. 

automatic safety features
Power outage
During	a	power	outage,	the	stove	will	shutdown	safely.	
Do	not	open	the	main	door	or	ash	door.		During	a	power	
failure	the	exhaust	fan	will	not	run.		Keeping	the	doors	
sealed	will	allow	the	exhaust	vent	to	draft	out	naturally.		
When the power is restored, the stove will not restart.  If 
the	exhaust	temperature	is	still	120	degrees	Fahrenheit	
when	power	is	restored,	the	exhaust	and	convection	fans	
will	continue	to	run	until	the	stove	cools.		See	lighting	
instructions to restart stove.

overheating

over fire Protection:	If	the	stove	is	being	over	fired	or	
burning	too	hot,	the	high	limit	switches	will	automati-
cally	shut	down	the	stove	to	avoid	damage	to	compo-
nents.		If	the	temperature	on	the	hopper	reaches	200	
degree	Fahrenheit,	the	auger	will	automatically	stop	and	
the	stove	will	shut	down.		The	exhaust	fan	will	continue	
to	run	until	the	proof	of	fire	switch	cools.		Allow	stove	
to	cool	before	attempting	to	re-ignite.		See	lighting	
instructions.

introduction
Congratulations	on	your	investment	in	quality.	Thank	
you	for	your	purchase	on	a	Castle	Pellet	Stove	from	
Ardisam, Inc. We have worked to ensure that this pellet 
stove	meets	the	highest	standards	for	usability	and	
durability.  With proper care, your stove will provide 
many years of dependable service.  Please read entire 
manual before installation and use.

burning Pellet fuel
Ashes need to be removed from the stove periodically. 
See	Normal	Care	&	Maintenance	section	for	cleaning	
procedure.  Due to the nature of pellet fuels, this stove 
will	require	attention	periodically.		Regular	cleaning	is	an	
important	part	of	burning	pellet	fuel.	

Pellets

•	 This	pellet	stove	is	designed	and	approved	to	burn	
wood pellets, that comply with pellet fuels industry 
standards.		Minimum	of	40	lbs.	density	per	cubic	feet,	
1/4”	to	5/16”	in	diameter,	with	a	maximum	length	of	
1-1/2”,	and	less	than	1%	ash.		

•	 The	performance	of	your	pellet	stove	is	greatly	
affected by the type and quality of wood pellets.  As 
the heat output of various quality wood pellets differ, 
so will the performance and heat output of the pellet 
stove.

•	 Wood pellets	are	generally	produced	out	of	wood	
waste	such	as	sawdust	and	shavings.	The	raw	material	
is	dried,	mechanically	fractioned	to	size	and	extruded	
into	pellets	under	high	pressure.		Wood	pellets	need	
to	be	protected	from	direct	exposure	to	water.		Water	
from sources such as condensation and humidity 
causes	pellets	to	expand	and	break	down	into	unus-
able	fuel.		Keep	fuel	dry.	

•	 It	is	important	to	select	and	use	only	pellets	that	
are dry and free from dirt and debris.  Dirty fuel will 
adversely affect the operation and performance of 
the	unit	and	will	void	the	warranty.		The	Pellet	Fuel	
Institute	(PFI)	has	established	standards	for	wood	
pellet manufacturers.  Only use pellets that meet or 
exceed	PFI	standards	for	premium	fuels.

clinkers

•	 Impurities,	such	as	silica	(clinkers),	will	need	to	be	
regularly	cleaned	and	removed	from	the	pellet	stove.		
Clinkers	will	form	a	hard	mass	and	block	airflow	
through	the	pot	liner.		High	quality	fuels	will	result	if	
fewer clinkers.

 Caution
burning wood Pellets according to 
recommendations will assure longer 
stove life and less fuel related Prob-
lems.

the use of grates or other methods of 
suPPorting the fuel in this stove is Pro-
hibited and will void all warranties.
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sPecifications

model number hPs09

BTU/hour	input	(1) 40,000 max

Heating	Capacity	(2) 1,700 Sq. Ft. 

Electrical	Rating	(3) 110-120 volts, 4.5 Amp, 
60 Hz

Power Consumption 520 Watts ignition,
200 Watts operating

Fuel Storage Capacity 40 lbs.

Flue	Size	(4) 3 in.

Width 24.4 in.

Height 32.1 in.

depth 23.6 in.

Weight 287 lbs.

(1)	Heat	output	will	vary,	depending	on	the	brand,	type	
and	quality	of	fuel	and	the	moisture	content.	Consult	
your dealer for best results. 

(2)	Based	on	post	1982	home	construction,	requiring	35	
BTU/Hr.	per	Sq.	Ft.

(3)	Install	per	NFPA	70	and	follow	all	state	and	local	
codes, contact licensed electrical contractor for 
assistance.

(4)	Install	per	NFPA	211	and	follow	all	state	and	local	
codes, contact licensed installers for assistance.

Listing	label:	

 

Tested	to	the	following	standards:		UL1482,	ASTM	E1509,	
ULC/ORD-C1482-M1990

glass sPecifications
This	stove	is	equipped	with	5	mm	ceramic	glass.	Replace	
glass	only	with	Castle	Pellet	Stoves	ceramic	glass.		Call	
your	Servicing	Dealer	or	Castle	Stoves	at	1-800-345-6007	
for replacement parts.

unPacking
Your	Castle	HPS09	will	come	fully	assembled.		Remove	
all	packing	material	and	tape	from	the	inside	of	the	
firebox.		Remove	any	tape	on	the	outside	of	the	glass.		
Open	the	hopper,	remove	all	packing	material	and	
power cord.

NOTE:  MakE surE ThE hOppEr is frEE Of all 
fOrEiGN MaTTEr bEfOrE filliNG wiTh fuEl.  
fOrEiGN MaTErial will causE auGEr jaMs 
aNd will vOid sTOvE warraNTy.

 Caution
this installation must conform with 
local codes. in the absence of local 
codes you must comPly with astm 
e1509, (um) 84-hud, ulc/ord-c-1482.

castle Pellet stoves, manufacturer of 
this aPPliance, reserves the right to 
alter its Products and/or their sPeci-
fications  without notice.
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installation
It is recommended the stove be installed and serviced by 
authorized	professionals	who	are	certified	by	the	National	
Fireplace	Institute	(NFI)	as	NFI	Pellet	Specialists.	

Proper installation of this stove is necessary for safe and 
efficient	operation.	Installing	this	product	improperly	may	
result	 in	a	house	fire	and	personal	 injury.	All	applicable	
building	 codes	 for	 your	 location	must	be	 followed.	 In	
areas	where	building	codes	require	additional	steps	to	the	
installation of this product not included in this manual, 
the	building	 codes	will	 take	precedent	 and	must	 be	
followed.		Contact	your	local	building	inspector	to	obtain	
any	necessary	permits	or	 inspection	guidelines	before	
installing	the	product.

stove Placement
Sketch	 out	 a	 plan	 for	 installing	 the	 stove	 including	
dimensions before permanent placement. When 
determining	the	location	for	the	stove,	wall	stud	location	
is critical. You may need to adjust the location of the stove 
to	avoid	trying	to	vent	through	a	wall	stud.	Before	placing	
the pellet stove, connect the vent and allow for minimum 
clearance to combustible walls. 

floor Protection requirements
The stove must be installed on a noncombustible floor, 
with proper floor protection, or on a masonry hearth. The 
hearth	or	noncombustible	floor	protector	must	extend	
a	minimum	of	6”	in	front,	and	4”	from	each	side.		When	a	
clean out t-vent is installed in the inside of a home, the 
floor	protector	must	extend	2”	beyond	rear	of	t-vent.	 see 
figure 1.		When	stove	is	vented	straight	through	the	wall	
and	the	clean	out	t-vent	is	on	the	exterior	of	the	home,	the	
minimum	clearance	is	3”	from	the	back	of	the	stove	to		the	
edge	of	floor	protector.		see figure 2.  The minimum 
floor protector material is 24 GA. sheet metal.

Figure 1 Figure 2
6”

6”6” 6”

4” 4” 4” 4”

2”
3”

Figures 1 and 2:  Pellet stove floor pad clearnances

 Warning
read this entire manual before you 
install and use this stove. failure to 
follow the instructions may result 
in ProPerty damage, bodily injury, or 
even death.

do not InStall a flue damper In the ex-
haust venting system of this unit.

do not connect this unit to a chimney 
flue serving another aPPliance.

children and adults should be alert-
ed to the hazards of high surface tem-
Peratures and should stay away to 
avoid bumPs to skin and/or clothing.

young children should be carefully 
suPervised when they are in the same 
room as the stove.

clothing and other flammable materials 
should not be Placed on or near this unit.

 Caution
this stove should not be used as the 
only source of heat in the house. Power 
outages and Periodic maintenance will 
result in a total loss of heat.

contact local building or fire officials 
about restrictions and installation 
insPection requirements in your area.

contact your local authority (such 
as municiPal building dePartment, fire 
dePartment, fire Prevention bureau, 
e tc.)  to de termine the need for a 
Permit.

keeP combustible materials (such as 
grass, leaves, etc.) at least 3 feet away 
from the flue outlet on the outside of 
the building.

installation and rePair of this Pellet 
stove should be done by a qualified 
service Person. the aPPliance should 
be insPected before use and at least 
annually by a qualified service Person. it 
is imPerative that control comPartments, 
fIre box, and cIrculatIng aIr paSSagewayS 
of the stove be kePt clean. 
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clearances to combustibles 
NOTE: These are minimum clearances to combustible walls established by the asTM testing lab. 

NOTE: when interior vent is installed vertically, the clearance to the back wall is determined by the vent size 
used. install vent at clearance specified by the vent manufacturer. Take into consideration any upward turning 
elbows or tees. 

5”

5”

Figure 3: Straight installation through wall Figure 4: Corner installation through the wall vents

Figure 5: Straight installation interior vertical vents Figure 6: Corner installation interior vertical vents

4”

4”

2”

5”

4”

4”
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venting
consult vent manufacturer’s specifications and 
recommendations for all venting installations. 

The	following	installation	guidelines	must	be	followed	to	
ensure	conformity	with	both	the	safety	listing	of	this	stove	
and	to	local	building	codes.

Note:  where passage through a wall, or partition 
of combustible construction is desired, the instal-
lation shall conform to caN/csa -8365. 

tyPe of vent
The	 pellet	 venting	 pipe	 (also	 known	 as	 L	 vent)	 is	
constructed of two layers with air space between the 
layers. This air space acts as an insulator and reduces 
outside surface temperature of pipe to allow a clearance 
to combustibles. 

A	UL	listed	3”	or	4”	type	L	pellet	vent	exhaust	system	must	
be used for installation and attached to the pipe connector 
provided	on	the	back	of	the	stove.	Use	a	3”	to	4”	adapter	
for	4”	pipe.	A	cap	must	be	used	at	the	termination	of	type	
L	vent	chimneys.	For	elevations	above	2,500	feet	above	
sea	level,	a	4”	L	is	required.	

Pellet vent installation
Termination must	exhaust	above	air	inlet	elevation.	

It is recommended to install at least 3’ of vertical pellet vent 
pipe.  This vertical pipe will create some natural draft to 
prevent	the	possibility	of	smoke	or	odor	during	appliance	
shutdown. 

The installation must include a clean out tee to enable 
collection	of	fly	ash	and	 to	permit	periodic	cleaning	of	
the	exhaust	system.	

Total	length	of	horizontal	vent	must	not	exceed	10	feet.	
The	maximum	recommended	vertical	venting	height	is	18	
feet. All joints for pellet vent are required to be fastened 
with at least three screws and all pellet vent connections 
must	be	 sealed	 according	 to	 the	 vent	manufacturer’s	
recommendations. 

The	area	where	the	vent	pipe	goes	through	to	the	exterior	
of the home must be sealed with silicone or other means 
to	maintain	the	vapor	barrier	between	the	exterior	and	
the interior of the home. 

 Warning
do not connect this unit to a chimney 
flue serving another aPPliance.

do not install a flue damPer in the 
exhauSt ventIng SyStem of thIS unIt.

do not connect directly to a masonry 
chimney.

do not  terminate vent in any enclosed or 
semi-enclosed area, such as; carPorts, 
garage, attic, crawl sPace, under a sun 
deck or Porch, narrow walkway or 
closed area, or any location that can 
build uP a concentration of fumes such 
as a stairwell, covered breezeway etc.

 Caution
vent surfaces can get hot enough to 
cause burns if  touched. noncombustible 
shielding or guards may be required.

Pellet  vent must maintain minimum 
c l e a r a n c e s  s P e c i f i e d  b y  v e n t 
manufacturer for clearance to any 
combustibles.

install vent at clearances sPecified by 
the vent manufacturer.

all venting, whe ther vertic al or 
horizontal, joints should be made gas-
tight with recommended sealants.
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vent termination clearances

clearance

4 feet
Clearance	 below	 or	 beside	 any	 door	 or	
window that opens.

1	foot
Clearance	above	any	door	or	window	that	
opens.

3 feet Clearance	from	any	adjacent	building.

7 feet
Clearance	from	any	adjacent	public	
walkways.

2 feet
Clearance	above	any	grass,	plants,	or	other	
combustible materials.

3 feet
Clearance	from	any	forced	air	intake	of	any	
appliance.

2 feet Clearance	below	eaves	or	overhang.

1	foot
Clearance	horizontally	 from	combustible	
wall.

3 feet Clearance	above	the	roof.

2 feet
Clearance	above	 the	highest	point	on	 the	
roof	within	10	feet.

ventIng InStallatIon exampleS

Figure 9:  Straight Installation—inside vertical rise, horizontal 
termination

Figure 8: Straight Installation--outside vertical rise, through wall 
installation

IntaKe & exhauSt poSItIonS

12”

10-½” 7-⅜”4-⅜”

Figure 7: Intake and exhaust positions
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outside air connection 
Connection	from	the	intake	pipe	(2”	diameter	pipe	in	rear	of	
stove)	to	the	outside	of	the	house	is	REQUIRED	for	mobile	
home	 installation.	 	 It	 is	 recommended	 in	 tightly	 sealed	
homes	with	exhaust	 fans	 such	as	 kitchen	or	bathroom	
fans.		This	will	eliminate	poor	performance	due	to	negative	
pressure. 

Only	noncombustible	pipe	2”	 (or	greater)	 in	diameter	 is	
approved	to	use	for	outside	air	connections	(straight	or	
flexible).	Pvc pipe is not approved and should never 
be connected to the stove.  

If	 the	air	 inlet	 is	 connected	 to	 the	outside,	 it	MUST	be	
terminated	with	 a	 vertical	 90º	 bend	 (down)	or	with	 a	
wind	hood.	Failure	to	do	so	could	result	 in	a	burn	back	
during	high	winds	blowing	directly	up	the	air	inlet	during	
a simultaneous power failure. 

Blockage,	excessive	length,	or	extra	bends	in	the	air	intake	
pipe	will	starve	the	stove	of	combustion	air.	A	90º bend is 
equivalent	in	restriction	to	approximately	30”	of	straight	
inlet pipe.

mobile home
Installation in a mobile home should be in accordance 
with the manufactured home and safety standard. 
Department	of	Housing	and	Urban	Development	(HUD)	
CITE:	24CFR3280.707	 stating	 this	 stove	must	be	vented	
to the outside. In addition to the standard installation 
instructions,	 the	 following	 requirements	are	mandatory	
for	installation	in	a	mobile	home:	

1.		 The	 stove	must	 be	 permanently	 attached	 to	 the	
floor.

2.  Stove must have an outside air source. 

3.		 Stove	must	be	electrically	grounded	to	the	steel	chassis	
of the mobile home. 

4.  All vertical chimney vents must have wall supports. 

5.		 All	exhaust	systems	must	have	a	spark	arrestor.

6.	 Check	with	local	building	offficials	to	see	if	other	codes	
may apply.

understanding your stove
Your	Castle	pellet	stove	utilizes	a	vertical	auger	fuel	feed	
system that is operated by a microprocessor controlled 
digital	circuit	board.		The	digital	circuit	board	allows	the	
vertical	auger	fuel	system	to	run	 in	a	timer	based,	non-
continuous	cycle;	 this	 cycling	allows	 the	auger	 to	 run	
for	a	predetermined	amount	of	time.		The	auger	pushes	
pellets up a chute located in the hopper.  The pellets will 
then	turn	and	fall	 through	another	chute	 into	the	burn	
pot.	 	Your	stove	is	equipped	with	an	automatic	 ignition	
system	that	should	ignite	the	fuel	within	3-5	minutes	of	
pressing	the	On/Off	button									.		As	pellets	fill	the	burnpot	
and	ignite,	outside	air	is	drawn	across	the	fuel	and	heated	
during	the	combustion	process	which	is	then	pulled	across	
the	heat	exchanger	by	the	exhaust	motor	or	the	draft	fan.		
As	the	stove	reaches	operating	temperature,	room	air	is	
then	circulated	around	the	heat	exchanger	by	a	room	air	
blower,	distributing	warm	air	into	the	room.

The amount of heat that is produced by the stove is 
proportional to the rate of fuel that is burned.  This rate is 
controlled	by	pressing	the	fuel	control	button	<->.

Because	 a	 forced	 draft	 pressure	 is	 required	 for	 the	
combustion	process	 inside	 your	 stove,	 it	 is	 extremely	
important	that	the	exhaust	system	be	properly	installed	
and maintained.  Also, the doors must remain closed while 
in operations and the seals on the doors must be properly 
maintained.

 Warning
do not connect to any air distribution 
duct or system.

do not install in a sleePing room.

 Caution
the operatIon of exhauSt fanS Such aS 
bathroom fans, attic fans, etc. might 
starve the Pellet stove of combustible 
air creating a negative Pressure in the 
room. Provide adequate ventilation 
in the room accomPanying the Pellet 
stove. if not, the Pressure switch may 
shut off oPeration of the Pellet stove.

t h e  s t r u c t u r a l  i n t e g r i t y  o f  t h e 
manufactured home floor, wall, and 
ceiling/roof must be maintained.

I
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oPerating stove
Once	the	stove	has	been	properly	installed	and	plugged	
into	a	grounded	surge	protector	you	are	ready	to	begin	
operation.

start uP Procedure
Turn on the main power switch located on the back of the 
stove.  see figure 10.

Make	sure	the	hopper	is	clean	and	free	of	foreign	matter	
including	pellet	fines	and	dust.

Fill	the	hopper	with	wood	pellets,	making	sure	that	NO	
parts	of	the	bag	or	any	foreign	objects	enter	the	hopper	
as	this	may	cause	harm	to	the	auger	feed	system.	  see 
figure 11

Also	take	care	in	making	sure	there	is	no	pellet	material	in	
the	hopper	lid	seating	surfaces.

Close	the	lid.		This	stove	has	a	safety	switch	that	will	not	
allow pellets to feed with the hopper door open.

Make	sure	the	main	glass	door	is	closed.		The	stove	has	
a safety switch that will not allow the stove to feed fuel 
unless	there	is	negative	draft	pressure	inside	the	stove.

Press the       button on the control pad to start stove 
operation.  see figure 12 & 13.

Note:  when starting the unit for the first time or 
after the hopper has run out of fuel, the auger will 
not be primed with pellets.  This may cause the 
automatic ignition to time out and the unit will 
shut down.  pressing the          button on the control 
pad again will restart the startup sequence and 
the stove should start properly.

Once a consistent flame has been established, you can 
adjust	the	heat	range	to	your	desired	setting,	low,	medium	
or	high.		This	is	done	by	pressing	the	<->	button	on	the	
control	pad.		Indicator	lights	on	the	control	pad	will	display	
the	heat	setting.

The room air distribution blower will not operate until the 
stove has reached the factory preset temperature.

Note:  first fire:  adjust the heat setting to medium 
and allow the stove to operate this way for three 
hours or more, allowing the stove to cure as 
residual paint and oils from the manufacturing 
process will burn off.  we recommend that you 
open doors and windows in your home during this 
process.

Figure 10: Main power switch

Figure 11: Pellet load 

I

I

 Warning
never use flammable liquids such as 
gasoline, gasoline tyPe lighter fuel, 
charcoal lighter fuel or fire starting 
gels in or around this stove.  keeP all 
such liquids well away from the stove 
when it is in use.

never oPen side Panels or main door 
when stove is in oPeration.

never touch door latches while in 
operatIon, they get extremely hot.

never oPen glass door while stove is 
oPerating or while stove is hot.
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Figure 12: Control pad location

Figure 13: Control pad key 

3 4
1 2

5 6 7 8
9

shut down Procedure
Press the        button on the control pad to initiate the 
shut	down	mode.		Once	this	is	done	the	auger	will	stop	
feeding	pellets,	but	the	room	air	distribution	blower	and	
exhaust	fan	will	continue	to	operate.		When	the	internal	
temperature of the unit drops below the factory preset 
temperature,	the	room	air	distribution	blower	and	exhaust	
fan will cease to operate and the unit will be completely 
shut down.  

Shut down times will vary.

control Pad key - see figure 12
1.		On/Off	Button	-	Starts	and	stops	operation	of	stove.

2.		Level	Adjustment	Button	-	Adjusts	heat	range	levels	
to	low,	med,	high.

3.  Power Indicator - Illuminates when the main power 
switch is on.  see figure 10.

4.		Fault	Indicator	-	Illuminates	when	stove	is	
overtemped		or	if	there	is	loss	of	fire	during	
startup	or	during	normal	operation.	 see 
troubleshooting section.

5.		Auto	Ignition	Indicator	-	Illuminates	when	igniter	is	
operating.

6.		Fuel	Feed	Indicator	-	Illuminates	when	the	feed	auger	
is	operating.

7.		Exhaust	Blower	Indicator	-	Illuminates	when	exhaust	
blower	is	operating.

8.		Room	Air	Blower	Indicator	-	Illuminates	when	room	
air	blower	is	operating.

Note:  room air blower will not operate until stove 
has reached factory preset operating tempera-
ture.

9.		Heat	Level	Indicator	-	Illuminates	one	bar	for	low,	two	
bars	for	med	and	three	bars	for	high.

I  Warning
never shut the stove down by unPlug-
ging it from the Power source.

never shut the stove down by switch-
ing off the main Power switch on the 
rear of the stove.

never oPen side Panels or main door 
when stove is in oPeration.

never touch glass door and ash Pan 
latches while in oPeration, they get 
extremely hot and wIll burn you.
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maintenance
Due	to	differences	in	fuel	stove	cleaning	intervals	will	vary.	
The cleaner the stove is, the more efficiently it will burn. 

Remove	and	clean	the	burn	pot	periodically.		Make	sure	
all	holes	in	the	burn	pot	are	unobstructed.	 	Use	a	small	
metal pick or drill bit to keep these holes clean.  see 
figure 14.

Wipe	glass	off	frequently.		Using	ceramic	stove	top	cleaner	
can	be	helpful	in	removing	soot	from	the	glass.		Inspect	
gaskets	around	the	door	periodically.		Replace	any	worn,	
frayed	or	compacted	gaskets.		Replace	broken	glass	only	
with	high	temperature	ceramic	glass,	available	from	Castle	
Pellet Stoves.  see figure 15.

Clean	 the	 interior	 chamber	with	 an	ash	 vacuum.	 	Ash	
vacuums	are	specially	designed	to	contain	soot	and	have	
a	metal	exterior.

Dump	the	ash	pan	regularly.		Ashes	should	be	contained	
in	a	metal	container	with	a	 tight	fitting	 lid.	 	The	closed	
container of ashes should be placed on a non combustible 
floor	or	on	the	ground,	well	away	 from	all	combustible	
materials.  If ashes are disposed of by burial or otherwise 
locally dispersed, they should be retained in the closed 
container	until	 all	 cinders	have	bee	 thoroughly	cooled.	 
see figure 16.

Soot	and	Fly	ash:		Formation	and	Need	for	Removal	-	The	
products of combustion will contain small particles of 
fly	ash.	 	The	fly	 ash	will	 collect	 in	 the	exhaust	 venting	
system	and	restrict	the	flow	of	the	flue	gases.		Incomplete	
combustion,	 such	as	occurs	during	 startup,	 shutdown,	
or incorrect operation of the room heater will lead to 
some	 soot	 formation	which	will	 collect	 in	 the	exhaust	
venting	system.		The	exhaust	venting	system	should	be	
inspected	at	least	once	every	year	to	determine	if	cleaning	
is necessary.

Check	clean	out	tees	regularly	to	determine	the	required	
cleaning	interval.		Use	a	3”	or	4”	chimney	cleaning	brush	
to	clean	the	exhaust	venting.		Plugged	venting	will	effect	
the	quality	of	 the	fire.	 	Make	 sure	 to	clean	any	 screens	
in	the	venting	regularly.	 	A	plugged	screen	will	shut	off	
combustion	air	and	cause	the	fire	to	die	or	burn	poorly.

 Warning
never Perform cleaning or maintenance 
on a hot stove.

allow unit to cool for a minimum of 
two hours.

never Perform service with Power 
suPPlied to the unit.

Figure 14: Fire pot clean

Figure 15: Wipe glass and inspect gasket

Figure 16: Ash pan dump
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end of season shut down
Make	sure	hopper	and	feed	system	are	clear	of	all	pellets.		
Vacuum the interior of the hopper and spray with a silicone 
protector	 to	 avoid	any	 rusting	 in	high	humidity	 areas.		
Clean	out	 all	 fly	 ash	 from	 the	exhaust	 venting	 system.		
Vacuum	stove	interior	and	the	ash	pan.		Thoroughly	clean	
the	burn	pot	and	lightly	coat	with	a	rust	inhibitor	such	as	
silicone	or	oil	to	prevent	rusting.		Remove	exhaust	motor	
and	clean	the	fly	ash	out	of	the	exhaust	duct.		Clean	the	
radial	blades	of	the	exhaust	fan.

Take	the	venting	apart	and	clean	out	the	fly	ash,	rinse	
and	let	dry.		Clean	the	glass,	doors	and	outer	cabinet	so	
that	you	are	ready	for	the	next	heating	season.	Use	of	an	
ash	vacuum	makes	cleaning	easier	and	faster.	

troubleshooting & rePair
At	Ardisam,	we	build	quality	and	durability	into	the	design	
of	our	products;	but	no	amount	of	careful	design	by	us,	and	
careful	maintenance	by	you,	can	guarantee	a	repair-free	
life	for	your	stove.	Most	repairs	will	be	minor,	and	easily	
fixed	by	following	the	suggestions	in	the	troubleshooting	
guide	in	this	section.

The	guide	will	help	you	pinpoint	the	causes	of	common	
problems and identify remedies.

For	more	complicated	repairs,	you	may	want	to	rely	on	
your retailer, an authorized service center or Ardisam, Inc. 
A	parts	catalog	is	included	in	this	section.

We	will	 always	be	glad	 to	 answer	 any	questions	 you	
have,	or	help	you	find	suitable	assistance.	To	order	parts	
or inquire about warranty, call or write us at the address 
found below.

ordering rePlacement Parts
Parts can be obtained from the store where the stove was 
purchased or direct from the factory. To order from the 
factory-	call,	write	or	e-mail	to:

ardisam, inc.
1160 eighth avenue,  

cumberland, wisconsin 54829
1-800-345-6007 

e-mail: info@ardisam.com

Please	 include	 the	 following	 information	with	 your	
order:

1.	 Model	number	and	serial	number	

2. Part description

3.	 Quantity

4. Part numbers

 Warning
w h e n  P e r f o r m i n g  a n y  i n t e r n a l 
maintenance. 

•  movIng partS InSIde of the cabInet 
may cause injury. do not oPerate unit 
with Panels removed or oPen. 

• hot partS. do not operate the unIt 
with Panel oPen. 

• rISK of electrIc ShocK. dISconnect 
Power before servicing unit. 

• In the event of component faIlure, 
rePlace with the original factory 
equiPment.

 Caution
this is a minimum requirement for soot 
and fly ash removal. ashes should 
be Placed in a metal container with a 
tight fitting lid. the container should 
b e  P l ac e d  o n  a  n o n - co m b u s t i b l e 
floor, well away from combustible 
materials, Pending final disPosal. 
if ashes are disPosed of by burial in 
soil or otherwise locally disPersed, 
they should be retained in the closed 
container until all cinders are no 
thoroughly cool.

 Caution
do not oPerate stove with broken 
glass.

do not slam the door shut. 

do not strike glass. 

do not use abrasive cleaners. 

do not clean hot glass.

rePlace ceramic glass with factory 
authorized rePlacement Parts only.

the clinker will remain hot for several 
minutes after it is Pulled out of the 
fire Pot.
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Warning
never service or touch the feed auger 
with the stove Plugged in.

negative Pressure in a home is a serious 
issue.  if there is a Problem, the stove 
should be installed with a fresh air kit 
(not included).

troubleshooting guide
unplug stove before performing any maintenance. 
never test or check electrical comPo-
nents unless stove is unPlugged from 
Power suPPly. 

Problem cause solution

Fault light is on Fire is out Check fuel level in hopper.
Check auger for obstructions.
Check seals around main door.

Problem cause solution

Fault light is on

Stove beeps 10 times dur-
ing burn cycle

Overtemp Allow stove to cool, restart and check room air fan 
is operating.
Check for exhaust fume obstructions.

Problem cause solution

Fuel not feeding Main door not sealed.

no negative pressure in 
fire	chamber.

Piping or stove may be 
plugged with ash.

The pressure sensor shuts off the feed auger when 
there	is	no	negative	pressure	in	fire	chamber.
Check door seals.
Check viewing glass seals.
Clean venting and stove through cover plate clean-
out hole.

Problem cause solution

Fuel not feeding Auger is obstructed Remove auger from housing and clean obstruction.
Change to a higher quality fuel.

Problem cause solution

Fuel not feeding Hopper door is open Close hopper door.
Check hopper door seal.
Check if hopper safety switch is operating.

Problem cause solution

Fire burns lazy and smoky Stove is dirty Clean	fire	pot.
Clean ash pan.
Clean exhaust vent system.
Clean stove through cover plate clean-out hole.
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notes
_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

Problem cause solution

Stove beeps three times 
during ignite cycle.  

Caution light comes on 
then stove shuts down.

Proof	of	fire	has	not	been	
met during allowed time 
frame.

note the stove may have trouble reaching POF if 
the room temp is below 40 degrees Fahrenheit.  At-
tempt	to	reignite	first,	then	check	spayed	terminals	
on the POF switch to be sure they are tight. 

Bypass POF with a jumper wire and test only.  never 
operate with switches bypassed.   

Replace switches if necessary. 

Problem cause solution

Stove beeps 18 times dur-
ing burn cycle. 

Caution light comes on and 
stove shuts down. 

Stove has lost proof of 
fire	because	of	power	
interruption. This can be 
caused by power supply 
interruption or intermit-
tent contact in the POF 
switch.

Relight stove.   If it continues to occur, check spade 
terminals	of	proof	of	fire	to	be	sure	they	are	tight.	
Replace	proof	of	fire	switches	if	necessary.
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key # Part # descriPtion

1 720259 dOOR ASSeMBLY

2 720260 ASH PAn COveR

3 720261 ASH PAn

4 720262 gRILL BOTTOM

5 720263 gRILL TOP

6 720264 FIRePOT

7 720265 FIReBOx

8 720266 RIgHT SIde PAneL

9 720267 LeFT SIde PAneL

10 720101 COnTROL BOARd 
CASTLe

11 720268 exHAuST CLeAn OuT 
PLATe

12 720269 LOWeR BACk PAneL

13 720102 IgnITeR

14 720270 exHAuST BLOWeR 
HOuSIng

15 720103 SWITCH SnAP dISC 52 
degRee CeLSIuS

16 720110 exHAuST BLOWeR

17 720271 SquARe TO ROund 
TRAnSITIOn

18 720296 BLOWeR COnveCTIOn

19 720272 COveR HOPPeR SWITCH

20 720105 SWITCH HOPPeR LId

21 720273 COveR PLATe HOPPeR 
SWITCH

22 720274 STOve TOP

23 720275 HeAT SHIeLd

24 720276 RTd MOunT

25 720106 RTd OveRTeMP SenSOR 
92 degRee CeLSIuS

26 720277 SIde WIRe CHAnneL

27 720278 HOPPeR SuPPORT

28 720120 AugeR HOuSIng

29 720222 LOWeR COveR PLATe 
AugeR

30 720223 AugeR MOTOR MOunT 
PLATe

31 720107 geARMOTOR

key # Part # descriPtion

32 720219 WeLd ASSeMBLY 
AugeR

32A 720220 AugeR BeARIng LOWeR

32B 720221 AugeR BeARIng uPPeR

33 720279 BRACkeT vACuuM 
SWITCH

34 720108 InTeRFACe MOduLe 
CASTLe

35 720280 BRACkeT InTeRFACe 
MOduLe

36 720109 SWITCH vACuuM

37 720281 BACk WIRe CHAnneL

38 720282 uPPeR BACk PAneL

glaSS Door ComPonentS

key # Part # descriPtion

39 720240 dOOR FRAMe

40 720249 MIddLe gLASS

41 720250 SIde gLASS

42 720251 gLASS POST

43 720252 gLASS POST FLASHIng

44 720253 gLASS CLIP HORIZOnTAL 
uPPeR SIde gLASS

45 720254 gLASS CLIP veRTICAL

46 720255 gLASS FRAMe veRTICAL

47 720256 gLASS FRAMe HORIZOnTAL

48 720257 gLASS CLIP HORIZOnTAL 
MIddLe gLASS

49 720258 gLASS CLIP HORIZOnTAL 
LOWeR SIde gLASS
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